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Globe Lighting’s Automatic Diagnostic System provides 
continuous and automatic monitoring of selected units and 
reports malfunctions using a dual color LED.

ADS Option

ADS Features

Automatic Test

Monitors battery disconnect, charger failure, lamp failure 
and transformer fault every 5 seconds without discharging 
battery or illuminating lamps.

Automatically indicates lamp, battery and charger status 
with dual color LED.

Verifies battery disconnection, charger failure, lamp failure 
and transformer failure every 5 seconds.

One minute self-testing every month.

Uses dual color LED to minimize space on the fixture.

Factory preset - does not need field adjustment.

Integrated fire alarm (6V~24) function.

The fixture will automatically initiate a self-test and self-diagnostic test as follows:

30 minute self-testing every six months.

90 minute self-testing every 12 months.

TEST Dual color
LED Lamp

GREEN COLOR
(operating status)

ON: Ready
Blinking: Testing

RED COLOR
(service alert)

:  connect battery

:  battery fault
:  charger board fault

:  transformer fault
:  lamp fault

Press test button once (within 2 seconds)

Press test button twice (within 2 seconds)

Press test button 3 times (within 2 seconds)

Press test button 4 times (within 2 seconds)

1 minute test

5 minute test

30 minute test

90 minute test

One blink ON/pause (4 seconds)  

Two blinks ON/pause (4 seconds)  

Three blinks ON/pause (4 seconds)  

Four blinks ON/pause (4 seconds)  

Five blinks ON/pause (4 seconds)  

Battery is not connected  

Battery is shorted or battery voltage drops below the acceptable value  

Charger board circuit fault  

Transformer fault  

Emergency lamp fault  
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